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SPS-SERIES
Low Voltage Disconnection Unit for Batteries 12V, 24V and 48V
SPS-series has been designed for battery back-up power supply systems to protect the batteries
against hazardous deep discharges. The protector disconnects the load from the batteries, when

voltage goes down to critical limit for the battery. The LVD will extend lifetime of the battery and
eliminates the unneccesary service and early change of the battery.
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SPS4590 12 V 10 A 10…11 V Udis + 0,7 V + and – line 61 x 61 x 30 mm
SPS4700 24 V 10 A 20…22 V Udis + 1,4 V + and - line 61 x 61 x 30 mm
SPS4710 48 V 10 A 40…44 V Udis + 2,8 V + and - line 61 x 61 x 30 mm
SPS7512 12 V 20 A 10…11 V Udis + 0,8 V + line 61 x 61 x 30 mm
SPS7514 24 V 20 A 20…22 V Udis + 1,2 V + line 61 x 61 x 30 mm
SPS7510 48 V 20 A 40…44 V Udis + 1,8 V + line 61 x 61 x 30 mm

Installation DIN-rail or wall mounting
Enclosure IP10 metal enclosure (optional open card)
Operating temperature -40...+55Cº
Connectors 10A models 2.5 mm² screw terminals, 20A models 4 mm² screw terminals
Protection 10A models Fuse 10A, 20A models fuse 20A
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