
Case USB LAN Serial

NEO CV860A-1R1G 2 no 2 A.

NEO CV860A-3R1G 2 no 2 A.

NEO CV860C-1R80 2 no 4 A.

NEO CV860C-1R10N 2 no 4 A.

NEO CV700A-3R10C C7 V4  1GHz 2 no 2 A.

NEO CV702A-3R10C C7 V4  1GHz 0 no 1 A.

NEO CV700C-1R10C C7 V4  1GHz 2 no 4 A.

Case DVI LAN

NEO MV823A-CER10E No Yes Yes 2 A.

NEO MV823S-1R10E No No Yes 0 A.

NEO MV700A-1R10C C7 V4  1Ghz Yes Yes Yes 0 A.

NEO MI853A-1R10 Yes Yes Yes 2 A.

Case USB 2.0 LAN PCMCIA

NEO CV863A-4R10E 4 A.

NEO CV763A-4R10C C7 V4  1GHz 2 A.

Case Serial LAN USB 2.0 PCI 104

NEO CI852A-4RN10 1 4 No A.

NEO CI852A-4UN10 1 4 No A.

NEO CI852C-2RN10 4 2 No A.

NEO CI852C-2UR10 4 2 No A.

Case LAN DIO

NEO SV823A-4U10E 4 4 Yes Yes A.

NEO SV823A-4H10E 16 4 Yes Yes A.

NEO SV823A-4S10E 4 1 Yes Yes A.

Fanless NEO embedded barebone systems

M/B Type CPU onboard Fanless TV-out Storage support Availability Power  Supply

 LP 1 GHz Fanless 1 x 10/100 Mbps Realtek Slim HDD /  CF /  DOC /  DOM Ext. 60W

LP 1 GHz Fanless 3 x 10/100 Mbps Realtek Slim HDD /  CF /  DOC /  DOM Ext. 60W

C3 800 MHz Fanless 1 x 10/100 Mbps Realtek Slim HDD /  CF /  DOC /  DOM Ext. 60W

LP 1 GHz Fanless 1 x 10/100 Mbps Realtek Slim HDD /  CF /  DOC /  DOM Ext. 60W

Fanless 3 x 10/100 Mbps Realtek Slim HDD /  CF /  DOM Ext. 60W

Fanless 3 x 10/100 Mbps Realtek Slim HDD / CF /  DOM Ext. 60W

Fanless 1 x 10/100 Mbps Realtek Slim HDD /  CF /  DOM Ext. 60W

Additional CV860A spec:  VIA PLE133 chipsets, support 1 x SDRAM up to 512MB, 2 x USB 1.1, VGA, Audio AC97, 1 x Parallel port.

Additional CV700A spec:  VIA CN700 chipsets, support 1 x DDR2 533/400 up to 1GB, 2 x USB 2.0, VGA, Audio AC97, 1 x Parallel port, mini-PCI.

MB Type CPU onboard Video in TV-out Firewire 
1394A

Storage support Availability Power  Supply

 EDEN 1 GHz 1 x 10/100 Mbps Realtek Slim HDD / Compact Flash Ext. 60W

 EDEN 1 GHz 1 x 10/100 Mbps Realtek Slim HDD / Compact Flash Ext. 60W

1 x 10/100 Mbps Realtek Slim HDD / Compact Flash Ext. 60W

Celeron M 1 GHz 1 x 10/100 Mbps Realtek Slim HDD / Compact Flash Ext. 60W

Additional MV823A spec:  VIA CPU embedded, support 1 x DDR up to 512MB, 2 x USB 2.0, VGA, Audio AC97, 2 x serial ports.

Additional MV700A spec:  VIA CX700M chipsets, support 1 x DDR2 533/400 up to 1GB, 2 x USB 2.0, VGA, S-video, DVI, 1 x serial port, mini-PCI.

MB Type CPU onboard Fanless Storage support Availability Power  Supply

EDEN 1 GHz Fanless 4 x 10/100 Mbps Realtek 2 x Slots Slim HDD / Compact Flash Ext. 60W

Fanless 4 x 10/100 Mbps Realtek 2 x Slots Slim HDD / Compact Flash Ext. 60W

Additional CV863A spec:  VIA CPU embedded, support 1 x DDR266 up to 512MB, VGA, Audio AC97, 1 x serial ports.

Additional CV763A spec:  VIA CN700 chipsets, support 1 x DDR2 533/400 up to 1GB, VGA, Audio AC97, 1 x serial port, mini-PCI.

MB Type CPU onboard Fanless Storage support Availability Power  Supply

Celeron M 1 GHz Fanless 4 x 10/100 Mbps Realtek  Slim HDD / CF / DOM Ext. 60W

Celeron M 1 GHz Fanless 4 x 1Gbps Intel  Slim HDD / CF / DOM Ext. 60W

Celeron M 1 GHz Fanless 2 x 10/100 Mbps Realtek Slim HDD / CF / DOM Ext. 60W

Celeron M 1 GHz Fanless 2 x 1Gbps Intel Slim HDD / CF / DOM Ext. 60W

Additional CI852A / C spec:  Intel 852GM Chipsets, support 1 x DDR266 up to 1GB, VGA, 1 x mini-PCI, Watch Dog Timer (only CI852C).

M/B Type CPU onboard Video in
Conexant 
BT878A 

chip
TV-out Storage support Availability Power  Supply

EDEN 1 GHz 1 x Gbps Intel 1 x 2.5" HDD /  CF card Ext. 60W

EDEN 1 GHz 1 x Gbps Intel 1 x 2.5" HDD /  CF card Ext. 60W

EDEN 1 GHz 1 x 10/100Mbps Realtek 1 x 2.5" HDD /  CF card Ext. 60W

Additional SV823A spec.:  Support 1 x DDR up to 512MB, 2 x USB 2.0, VGA, Audio AC97, 2 x COM ports, Watch Dog.

                   SI852A spec.:  Support 1 x DDR up to 1GB, 2 x USB 2.0, VGA, Audio AC97, 2 x COM ports, Watch Dog, PS/2.
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